Specialized Manufacturer of Special-

Shaped Cold-Rolled Wire

(
. Rapid Delivery: Reducing development cycles to accelerate new
Production product market entry.
Superior Performance: Optimizing materials and processes to
Deve lOpment guarantee the physical properties of the wire.
Comprehensive Customization: Tailoring from chemical
Customization composition to cold rolling processes to meet individualized
client requirements.
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Our products are extensively employed in the production of automotive
components, including bushings, wiper systems, wheel balance weights, and
related parts.

We supply high-quality, low-carbon cold-rolled special-shaped balance block wire, replacing
lead with iron to promote environmental sustainability.

Core-through nut wire fulfills the automotive manufacturing sector’ s stringent requirements
for vehicle body corrosion resistance and operational efficiency.

Wheel Balance Weight Wire

Pierce Nut Wire

Our cold-rolled flat and special-shaped wires are also applied in energy
development industries such as petroleum, natural gas, and subsea cable sectors,
optimizing both efficiency and cost-effectiveness in specialized applications.
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Our wires deliver stable and reliable

performance in demanding

marine and subterranean environments,
ensuring the safety

and efficiency of energy transmission.
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Customized wire solutionsAccelerating agile
transformation from demand to market

Early involvement in your product development enables us to efficiently and precisely deliver
customized wire solutions tailored to your unique requirements. We simultaneously shorten the
product development cycles for both our clients and ourselves, reduce manufacturing costs, and
empower our clients and us to excel in the market.

» Thorough communication, precise insights

»

»

Through transparent communication, we conduct a comprehensive analysis of your
requirements, spanning from material design to final application characteristics.
Leveraging collaborative frameworks with universities and research institutions, we wor
alongside our clients to tackle market and technological challenges.

Rapid development of hot-rolled raw materials

In close partnership with leading steel mills, we customize chemical compositions and
physical properties to support rapid product validation and accelerate clients’  time-to-
market.

Refined optimization of cold-rolled wire
processes

Tailoring to clients’ specific needs, we optimize the cold-rolling process of wire to ensure
superior physical properties and processing efficiency, reduce production costs, and align
with the downstream applications of their products.

» Application support and strict technical

confidentiality

We offer end-to-end technical support—from hot-rolled coil production to cold-rolled formed
wire—enhancing the performance of our wire in clients’ products while continuously
advancing our manufacturing process technologies. We rigorously enforce technical
confidentiality agreements to safeguard your core technologies, ensuring the protection of
your intellectual property rights and trade secrets.
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Additional Application.Areas and
Production Capabilities

Dimensions and physical properties
achieved through continuous cold
rolling process

The following data should be specified according to
the particular product, material, and process.

Our consistent development and production capabilities
for complex products enable us to confidently address our
clients’ most demanding requirements.

Achieved Maximum Hardness: HRC52
;h[l‘?"'gh Cold  pinimum Tensile Strength: 300 MPa
otling Maximum Tensile Strength: 2100 MPa

Cross-sectional Minimum Width: 3.5 mm
appearance Maximum Width: 40 mm
dimensions of

special-shaped Minimum Thickness: 0.5 mm

wire Maximum Thickness: 12 mm
Packaging Coiled Delivery
dimension Inner Diameter: 400 mm - 600 mm

Outer Diameter: 650 mm - 1200 mm
Height: 380 mm
Maximum Weight: 2.2 tons

Cut-to-length  Minimum Length: 200 mm
delivery Maximum Length: 4000 mm

W WWIYYYY W W

HOWIRE TEC(SUZHOU) COMPANY

Building B, Technology Entrepreneurship Park G RIS e 0
Lekun Roa,d,Leyu Town, Zhangjiagang City, ] Technical Support: 18013609578

Suzhou, Jiangsu Province International Sales: 0086 18018104002
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